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Abstract: In this study seismic performance of reinforced concrete staggered wall system structures were investigated and their
behavior factors such as overstrength factors, ductility factors, and the response modiﬁcation factors were evaluated from the
overstrength and ductility factors. To this end, 5, 9, 15, and 25-story staggered wall system (SWS) structures were designed and
were analyzed by nonlinear static and dynamic analyses to obtain their nonlinear force–displacement relationships. The response
modiﬁcation factors were computed based on the overstrength and the ductility capacities obtained from capacity envelopes. The
analysis results showed that the 5- and 9-story SWS structures failed due to yielding of columns and walls located in the lower
stories, whereas in the 15- and 25-story structures plastic hinges were more widely distributed throughout the stories. The
computed response modiﬁcation factors increased as the number of stories decreased, and the mean value turned out to be larger
than the value speciﬁed in the design code.
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1. Introduction
Reinforce concrete (RC) shear walls are key elements to
resist both gravity and lateral loads in building structures,
and the seismic performance and analysis modeling of RC
shear wall structures have been widely investigated by many
researchers (e.g., Wallace 2012). Recently an alternative
building structure system, a staggered wall system, has
drawn attention due mainly to its capability to provide wider
open space. The staggered-wall system consists of a series of
storey-high RC walls spanning the total width between two
rows of exterior columns and arranged in a staggered pattern
on adjacent column lines. With the columns only on the
exterior of the building, a full width of column-free area can
be created. Compared with traditional shear wall structures,
the structures with vertical walls placed at alternate levels
have advantage for their enhanced spatial ﬂexibility. Cur-
rently Korean government provides various incentives for
apartment buildings designed with increased spatial ﬂexi-
bility. In this regard the apartment buildings with vertical
walls placed at alternate levels have advantage for their
enhanced spatial ﬂexibility. Such a structural system has
already been widely applied in steel residential buildings,
which is typically called a staggered truss system.
The system was ﬁrst proposed by Fintel (1968), who found
out that the staggered wall systems are very competitive with
the conventional form of construction and are more
economical. Mee et al. (1975) carried out shaking table tests of
1/15 scaled models for the staggered wall systems and found
that the consistent mass analysis gave reasonable estimation of
dynamic behavior of the system. Kim and Jun (2011) evaluated
the seismic performance of partially staggered wall apartment
buildings using non-linear static and dynamic analysis, and
compared the results with those of conventional shear wall
apartment buildings. Lee and Kim (2013) investigated the
seismic performance of six and 12-story staggered wall struc-
tures with a middle corridor based on the FEMA P695 proce-
dure. It was found that the collapse margin ratios of the model
structures obtained from incremental dynamic analyses turned
out to be larger than the limit states speciﬁed in the FEMA
P695. Kim and Han (2013) investigated the sensitivity of
design variables to the seismic response of staggered wall
structures. It was observed that when the earthquake intensity is
relatively small, the yield stress of rebars and the concrete
strength in the link beams are important factors as well as
inherent damping ratio. As the intensity of seismic load
increased, the strength of columns became another important
factor. Lee and Kim (2013) derived empirical formulas for
fundamental natural period of reinforced concrete staggered
wall structures. They found that the natural periods of the
staggered wall structures are similar to those of the shear wall
structures having the same overall conﬁguration.
The staggered wall systems, however, have not been con-
sidered as one of the basic seismic-force-resisting systems in
most design codes due mainly to the vertical discontinuity of
the main structural elements. ASCE 7 (2010) requires that
lateral systems that are not listed as the basic seismic-force-
resisting systems shall be permitted if analytical and test data
are submitted to demonstrate the lateral force resistance and
energy dissipation capacity. The American Institute of Steel
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Construction (AISC) Design Guide 14 (AISC 2002) recom-
mends the response modiﬁcation factor of 3.0 for seismic
design of staggered truss system buildings; however none is
speciﬁed for reinforced concrete staggered wall systems.
Seismic behavior factors including the response modiﬁca-
tion factors are essential for seismic design of structures. The
factors are provided for typical structure systems in most
design codes. However for non-typical structures the deter-
mination of the behavior factors is an important issue (e.g.
Tomazˇevicˇ and Weiss 2010, Skalomenos et al. 2015). In this
study the behavior factors such as overstrength factors, duc-
tility factors, and the response modiﬁcation factors of rein-
forced concrete staggered wall system (SWS) structures were
evaluated following the procedure recommended in the ATC
19 (1995). To this end, 5, 9, 15, and 25-story SWS structural
models were designed and were analyzed by nonlinear static
and dynamic analyses to obtain their force–displacement
relationship up to failure. The response modiﬁcation factors
were computed based on the overstrength and the ductility
capacities obtained from the capacity envelopes.
2. Analysis Model Structures
2.1 Conﬁguration of Staggered Wall System
Analysis Models
To evaluate seismic performance and behavior factors of
reinforced concrete staggered wall structures, the rectangular
plan staggered wall systems with 5, 9, 15, and 25 stories and
wall length of 6 and 9 m were designed. Figure 1 shows the
structural plan and the three-dimensional view of the 5-story
model structure with 9 m parallel staggered walls. In the
model structures, the story-high RC walls that span the width
of the building are located in a staggered pattern. The
staggered arrangement of the ﬂoor-deep walls placed at
alternate levels on adjacent column lines allows an interior
ﬂoor space of twice the column spacing to be available for
freedom of ﬂoor arrangements. The ﬂoor system spans from
the top of one staggered wall to the bottom of the adjacent
wall serving as a diaphragm. The horizontal load is trans-
ferred to staggered walls below through diaphragm action of
ﬂoor slabs. In this study the staggered walls were designed
as story-high deep beams. The combined system of ﬂoor
diaphragm and staggered wall acts like H-shaped deep beam
which resists the applied load efﬁciently. With RC walls
located at alternate ﬂoors, ﬂexibility in spatial planning can
be achieved compared with conventional wall-type struc-
tures with vertically continuous shear walls.
Columns and beams are located along the longitudinal
perimeter of the structures providing a full width of column-
free area within the structure. Along the longitudinal direc-
tion, the column-beam combination resists lateral load as a
moment resisting frame. Along the transverse direction, the
columns are expected to have minimum bending moments
because of the cantilever action of the double-frame defor-
mation conﬁguration as illustrated in Fig. 2. The naming
Fig. 1 Staggered wall analysis model structure. a Structural plan. b Three-dimensional view.
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plan for the analysis model structures depending on the design
variables such as length of staggered walls, design seismic
load level, and number of story are presented in Table 1.
2.2 Structural Design of Analysis Model
Structures
The model structures were designed per the ACI 318-14
(ACI 2014) using the design loads speciﬁed in the ASCE 7-13
(2010). The dead load was estimated to be 4.71 kN/m2
including the weight of the structure itself and immovable
ﬁxtures, and live loads of 1.92 kN/m2 was used assuming that
the structure was used as residential buildings. The staggered
wall structures, as well as the staggered truss structures, have
not been included in seismic load resisting systems due
mainly to the fact that the lateral load resisting system, the
staggered walls, is not vertically continuous. In addition, as
the staggered walls act like story-high deep beams, the
structures are similar to typical weak column-strong beam
systems. Therefore in this study response modiﬁcation factor
of 3.0 was used in the structural design of the staggered wall
systems, which is generally used for the structures to be
designed without consideration of seismic detailing. Table 2
shows the seismic coefﬁcients used for evaluation of design
seismic load following the ASCE 7-13 speciﬁcation, where
the parameters Ss and S1 represent the maximum considered
earthquake (MCE) spectral response acceleration parameters
at short period and at 1 s period, respectively, and the
parameters SDS and SD1 represent the design spectral response
acceleration at short and at a period of 1 s, respectively. To
consider the effect of design seismic load levels, the model
structures were designed with two different levels of seismic
loads corresponding to low and medium seismic regions. The
design seismic loads for the structures located in the low and
the medium seismic regions were determined based on the
assumption that the structures were located in the class B site
(rock) and C site (very dense soil or soft rock), respectively.
The design spectrum for low seismic region was constructed
using the design spectral response acceleration parameters,
SDS and SD1, of 0.31 and 0.13, respectively. The design
spectrum for medium seismic region was constructed using
Fig. 2 Behavior of a staggered wall system subjected to lateral loads.
Table 1 Naming plan for analysis model structures.
Length of wall (m) Seismic region Number of story Name
6 Low seismic region 5 5F_6 m low
9 9F_6 m low
15 15F_6 m low
25 25F_6 m low
Medium seismic region 5 5F_6 m medium
9 9F_6 m medium
15 15F_6 m medium
25 25F_6 m medium
9 Low seismic region 5 5F_9 m low
9 9F_9 m low
15 15F_9 m low
25 25F_9 m low
Medium seismic region 5 5F_9 m medium
9 9F_9 m medium
15 15F_9 m medium
25 25F_9 m medium
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the acceleration parameters of 0.57 and 0.20, respectively. At
zero natural period (T = 0), the spectral response accelera-
tions for the Low and the Medium earthquakes are 0.12 and
0.23, respectively. The ultimate strength of concrete is
24 MPa and the tensile yield stress of re-bars is 400 MPa. The
thickness of the staggered walls is 20 cm throughout the
stories. The thickness of the ﬂoor slabs is 21 cm which is the
minimum thickness required for wall-type apartment build-
ings in Korea to prevent transmission of excessive noise and
vibration through the ﬂoors. The thickness of the staggered
walls is 20 cm throughout the stories. The rebar placements in
the columns and staggered walls are presented in Table 3. The
reinforcements of the columns followed the seismic detailing
of ordinary moment resisting frames speciﬁed in the ACI 318
(2014). The staggered walls were designed as deep beams, for
which only minimum reinforcement of D10@400was needed
both horizontal and vertical directions due to their large depth.
Table 4 shows the fundamental natural periods of the analysis
model structures along the transverse direction where the
staggered walls are located, where it can be observed that the
natural periods of the structures designed for medium seismic
load are slightly shorter than those of the structures designed
for low seismic load.
2.3 Modeling for Analysis
The seismic performances of the model structures were
evaluated using the nonlinear analysis program CANNY (Li
2004) which utilizes ﬁber model for modeling elements. Fiber
model has been proven to be effective in nonlinear analysis of
structures by various researchers (e.g. Sfakianakis 2002;
Calabrese et al. 2010; Li and Hatzigeorgiou 2012; Li et al.
2013). In this study both the material and the geometric
nonlinearities were considered in the analysis. The geometric
nonlinearity was considered by member level and the frame
level p-delta effect. The material nonlinear behavior of the
concrete was modeled using the work of Kent and Park (1971)
as shown in Fig. 3 where the ultimate strength f
0
c = 24 MPa
and e50u = the strains corresponding to the stress equal to
50 % of the maximum concrete strength for unconﬁned
concrete. The reinforcing steel was modeled by bi-linear lines
with yield stress of 400 MPa and 2 % of post-yield stiffness.
E is the elastic modulus of steel rebars. The expected ultimate
strengths of the concrete and steel were taken to be 1.5 and
1.25 times the nominal strengths based on the recommenda-
tion of the FEMA-356 (FEMA 2000). As the model structures
were designed without considering seismic detailing, the
conﬁnement effect of concrete was neglected in the stress–
strain relationship. The columns and walls were modeled by
the multi-axial spring model with ﬁber elements as shown in
Fig. 4. The axial/bending deformation was simulated by
elongation or contraction of each ﬁber element. The in-plane
shear force is resisted by the spring W and the out-of-plane
shear is resisted by the springs C1 and C2, respectively. The
symbols I1 and As1 denote the moment of inertia and rebar
cross-sectional area of the element C1, and I2 and As2 denote
the moment of inertia and rebar cross-sectional area of the
element C2, respectively. The symbols I and As denote the
moment of inertia and rebar cross-sectional area of the ele-
mentW. The symbols d and h denote the displacement and the
rotation at a joint, respectively. The hysteretic behavior of the
shear springs was idealized by the origin-oriented model
based on the tri-linear hysteresis curve as described in Fig. 5,
which can consider the decrease in gradient of loading as the
loading cycle and the deformation increase. It is assumed that
the cross section of the shear walls remains plane when an in-
plane wall deformation occurs. Following the plane section
remain plane assumption, strain of the ﬁber element in the
cross section is proportional to the distance from the neutral
axis. The stress of each slice is calculated using the stress–
strain relation from the strain of each ﬁber slice, and the
bending moment is calculated by summing the moments to
the center of the cross section. Figure 6 shows the modiﬁed
Clough model used to simulate the bending deformation of
the elements (Clough and Johnston 1966). The model is
composed of bi-linear lines andmay represent the degradation
of stiffness after yielding. Even though the simpliﬁed origin-
oriented hysteresis model may not be quite accurate for pre-
dicting shear response of the wall element, especially under
high shear stresses, it was employed in this study for the
following reasons: (i) the staggered walls act more like deep
beams rather than shear walls, and (ii) for design level
earthquakes, inelastic deformations are concentrated mostly
Table 2 Seismic coefﬁcients used for evaluation of design seismic load.








Sa (T = 0) 0.12 0.23
R-factor 3
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Table 3 Rebar details in the analysis model structure.
(a) Beams
Bar-placement detail (beam)
Type Low seismic region Medium seismic region
Dimension (mm) Rebar Dimension (mm) Rebar
H B Upper Lower H B Upper Lower
5F G1 1–3F 350 220 4-D22 2-D22 400 250 5-D25 3-D25
4–5 F 350 220 4-D19 2-D19 350 220 4-D22 2-D22
GR 5 F 400 250 3-D19 3-D19 350 220 4-D19 3-D19
9F G1 1–3 F 350 220 4-D22 2-D22 400 250 5-D25 4-D25
4–6 F 350 220 4-D22 2-D22 400 250 5-D25 4-D25
7–9 F 350 220 4-D19 2-D19 400 250 5-D22 3-D22
GR 9 F 400 250 2-D22 3-D22 350 220 4-D19 3-D19
15F G1 1-3 F 350 220 4-D25 2-D25 450 300 6-D25 5-D25
4–6 F 350 220 4-D25 2-D25 450 300 6-D25 5-D25
7–9 F 350 220 5-D22 2-D22 450 300 5-D25 4-D25
10–12 F 350 220 5-D19 2-D19 400 250 5-D25 3-D25
13–15 F 350 220 4-D19 2-D19 400 250 5-D22 3-D22
GR 15 F 400 250 2-D22 3-D22 350 220 4-D19 3-D19
25F G1 1–3 F 400 250 4-D25 2-D25 500 320 6-D25 5-D25
4–6 F 400 250 4-D25 2-D25 500 320 6-D25 5-D25
7–9 F 400 250 4-D25 2-D25 500 320 7-D25 5-D25
10–12 F 400 250 4-D25 2-D25 450 300 6-D25 5-D25
13–15 F 400 250 4-D25 2-D25 450 300 6-D25 5-D25
16–18 F 350 220 4-D22 2-D22 400 250 6-D25 4-D25
19–21 F 350 220 5-D19 2-D19 400 250 5-D25 3-D25
22–25 F 350 220 4-D19 2-D19 350 220 4-D25 2-D25
GR 25 F 400 250 3-D19 3-D19 350 220 4-D19 3-D19
(b) Columns
Bar-placement detail (column)
Type Low seismic region Medium seismic region
C1 C2 C3 C1 C2 C3
BH Rebar BH Rebar BH Rebar BH Rebar BH Rebar BH Rebar
5F 1–3 F 400 8-D22 600 16-D22 400 12-D22 600 16-D22 400 8-D22 600 12-D22
4–5 F 400 8-D22 550 8-D22 400 12-D22 550 8-D22 400 6-D22 550 16-D22
9F 1–3 F 400 12-D22 650 16-D22 500 16-D22 650 12-D25 500 12-D22 650 16-D22
4–6 F 400 6-D19 600 14-D19 450 8-D19 600 10-D22 450 6-D22 600 10-D22
7–9 F 400 8-D22 550 6-D25 400 12-D22 550 6-D25 400 6-D19 550 8-D25
15F 1–3 F 550 6-D25 750 12-D25 600 8-D25 650 12-D25 600 12-D25 750 16-D25
4–6 F 500 6-D25 700 10-D25 550 6-D25 600 10-D22 550 16-D19 700 10-D25
7–9 F 450 4-D25 650 10-D25 550 6-D25 550 6-D25 500 16-D16 650 10-D25
10–12 F 420 4-D25 600 10-D22 500 6-D25 500 6-D25 500 16-D16 600 8-D25
13–15 F 420 8-D25 550 6-D25 500 8-D25 500 6-D25 450 4-D25 550 6-D25
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in columns and most staggered walls remain elastic. At the
ﬁrst yield point, fe, the post-yield stiffness was set to be 16 %
of the initial stiffness, and after the ﬁnal yield point, fy, the
stiffness was reduced to 0.1 % of the initial stiffness. The
slabs were considered as rigid diaphragm.
3. Seismic Performance Evaluation
To evaluate the nonlinear behavior of the model structures
subjected to seismic load, pushover analyses were carried
out along the transverse direction by applying incremental
lateral load proportional to the fundamental mode of vibra-
tion. To deﬁne the failure limit state of the model structures,
the following two approaches were followed: ﬁrst, the
structure was assumed to have reached a limit state when the
inter-story drift reached 1.5 % of the story height as rec-
ommended by most seismic design codes such as the ASCE
7 (2010). Second, a structural failure was deﬁned when
formation of plastic hinges leaded to failure mechanism. The
model structures were assumed to have failed when either of
the two limit states occurred.
The base shear versus roof displacement relationship for
each model structure is depicted in Fig. 7 where it can be
Table 4 Fundamental natural periods of model structures along the transverse direction.
Wall length (m) Seismic load level Story Period (s)



















Type Low seismic region Medium seismic region
C1 C2 C3 C1 C2 C3
BH Rebar BH Rebar BH Rebar BH Rebar BH Rebar BH Rebar
25F 1–3 F 700 10-D25 750 20-D29 800 14-D25 600 20-D25 800 16-D25 750 20-D29
4–6 F 650 10-D25 700 20-D25 750 12-D25 550 12-D25 750 16-D25 700 18-D29
7–9 F 600 8-D25 650 20-D25 700 10-D25 500 10-D25 700 10-D25 650 16-D29
10–12 F 550 6-D25 600 16-D25 650 10-D25 450 10-D25 650 10-D25 600 16-D29
13–15 F 500 6-D25 550 10-D25 600 10-D25 400 8-D25 600 10-D25 550 12-D29
16–18 F 450 4-D25 500 10-D25 550 6-D25 400 8-D25 550 6-D25 500 8-D29
19–21 F 450 4-D25 450 12-D25 500 6-D25 400 10-D25 500 6-D25 450 12-D29
22–25 F 400 8-D25 400 10-D25 450 10-D25 400 8-D25 450 4-D25 400 8-D29
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observed that the ﬁve-story structure with 9 m-long wall
designed for medium-level seismic load have highest
strength and the 20 ﬁve-story structure with 6 m wall
designed for low-level seismic load have lowest strength.
The strength decreased as the number of story increased. The
structures with 9 m-long staggered walls showed higher
strength than those with 6 m staggered walls. However the
maximum displacements were generally larger in the struc-
tures with 6 m walls. The model structures designed with
medium level seismic load showed higher strength than the
Fig. 3 Stress–strain relationships of structural materials. a Concrete. b Re-bars.
Fig. 4 Fiber model for staggered walls.
Fig. 5 Modiﬁed Clough model for ﬂexural deformation.
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structures designed with low level seismic load. It also can
be observed that, even though the design base shear
increases as the number of story increases, the maximum
strength does not increase proportionally to the design base
shear. This is due to the fact that as the number of story
increases the damage is concentrated in the lower few sto-
ries, as can be observed in the plastic hinge formation pre-
sented in Fig. 13. This implies that the SWS in its standard
form may not be efﬁcient in the medium to highrise
buildings.
Fig. 6 Origin-oriented model for shear deformation.
(b)(a)
(d)(c)
















































































Fig. 7 Pushover curves of analysis model structures. a 5-story, b 9-story, c 15-story, d 25-story.
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Figures 8, 9, 10 and 11 show the story shear versus inter-
story drift curves of model structures. It can be noticed that
both story stiffness and story strength are larger in lower
stories. Compared with the story shear versus inter-story
drift curves of higher stories, the curves of lower stories
generally show distinct yield points. In the low-rise struc-
tures, large deformation is concentrated in the lower few
stories. This trend is more noticeable in the structures with
9 m staggered walls designed for low seismic load. As the
building height increases and the wall length decreases,
deformation is more uniformly distributed throughout the
stories.
Figure 12 shows the inter-story drifts of the model struc-
tures obtained from pushover analysis. The pushover anal-
yses were performed until the maximum inter-story drift
reached 1.5 % of the story height. It can be observed that the
inter-story drifts of the structures with 6 m wall length are
relatively uniformly distributed along the height. It also can
be noticed that in the ﬁve- and nine-story structures with 6 m
span, large inter-story drifts occurred in the lower stories,
whereas the inter-story drifts are more uniformly distributed
in the ﬁfteen- and 20 ﬁve-story structures. In the structure
with 9 m span length, large inter-story drifts occurred in the
lower-stories in all structures. This implies that the staggered
wall structures with 9 m span length behave more like
moment frames, whereas the structures with 6 m span
behave more like shear wall structures. It was observed in all
model structures that the maximum inter-story drift of 1.5 %
of the story height was reached prior to the story collapse
mechanism. Figure 13 shows the plastic hinge formation of
the model structures with 6 m walls designed for medium
seismic load when the maximum inter-story drift reached
1.5 % of the story height. It was observed that in the low-rise
model structures the ﬁrst story walls yielded ﬁrst followed
by yielding of the ﬁrst-story columns. In the higher struc-
tures plastic hinges formed ﬁrst at the top and bottom ends of
the columns located in the higher stories due to the higher
mode effects. However at the ultimate state most plastic
hinges were concentrated in the lower story columns as can
be observed in the ﬁgure. Similar results were also observed
in Kim and Han (2013).
For seismic performance evaluation of the model struc-
tures with 6 m staggered walls designed for medium seismic
load, incremental dynamic analyses (IDA) were carried out
using the El Centro and the Taft earthquakes. Figure 14
shows the response spectra of the Taft and El Centro
earthquakes scaled to the design spectra for the low and the
medium seismic loads. IDA were carried out with the fol-
lowing procedure: (1) Scale the earthquake records so that
the pseudo acceleration Sa at the fundamental period of the
structure becomes 0.1 g; (2) Carry out nonlinear dynamic
analysis and estimate the maximum inter-story drift and base
shear of the structure; (3) Increase Sa by 0.1 g and carry out
the same analysis procedure. Figure 15 compares the base
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(d)(c)
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Fig. 8 Story shear versus inter-story drift curves of the model structures with 6 m-long staggered walls designed for low-level
seismic load. a 5-story, b 9-story, c 15-story, d 25-story.
International Journal of Concrete Structures and Materials (Vol.10, No.3, September 2016) | 363
shear-roof displacement relationships of the model structures
obtained by incremental dynamic analyses and nonlinear
static pushover analyses. Except for the slight discrepancy in
the results of the 15- and 25-story model structures, the base
shear-roof displacement curves obtained from IDA and
pushover analyses generally coincide well with each other. In
the linear elastic deformation stage the two results are almost
identical. After yielding slight difference is observed between
the two results; however the difference is not signiﬁcant.
4. Behavior Factors of the Model Structures
The ATC-19 (1995) proposed simpliﬁed procedure to
estimate the response modiﬁcation factors by the product of
the three parameters that profoundly inﬂuence the seismic
response of structures:
R ¼ RoRlRc ð1Þ
where Ro is the overstrength factor to account for the
observation that the maximum lateral strength of a structure
generally exceeds its design strength. Similar procedure was
applied to evaluate the seismic design factors for reinforced
concrete moment frames (AlHamaydeh et al. 2011), reinforced
masonry structures (Shedid et al. 2011), and steel moment
resisting frames with buckling restrained braces
(Abdollahzadeh et al. 2012). The FEMA (2000) speciﬁed
three components of overstrength factors in Table C5.2.7-1:
design overstrength, material overstrength, and system
overstrength. Rl is a ductility factor which is a measure of
the global nonlinear response of a structure, and Rc is a
redundancy factor to quantify the improved reliability of
seismic framing systems constructed with multiple lines of
strength. In this study the redundancy factor was assumed to be
1.0 based on the fact that there are more than four seismic load-
resisting frames along the transverse direction. Then the
responsemodiﬁcation factor is determined as the product of the
overstrength factor and the ductility factor. From the base-shear
versus roof displacement relationships, the overstrength factor







where Vd is the design base shear, Ve is the maximum
seismic demand for elastic response, and Vy is the base shear
corresponding to the yield point, which can be obtained from
the capacity curves. To ﬁnd out the yield point, straight lines
are drawn on the pushover curve as depicted in Fig. 16 in
such a way that the area under the original curve is equal to
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Fig. 9 Story shear versus inter-story drift curves of the model structures with 6 m-long staggered walls designed for medium-level
seismic load. a 5-story, b 9-story, c 15-story, d 25-story.
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Fig. 10 Story shear versus inter-story drift curves of the model structures with 9 m-long staggered walls designed for low-level
seismic load. a 5-story, b 9-story, c 15-story, d 25-story.
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Fig. 11 Story shear versus inter-story drift curves of the model structures with 9 m-long staggered walls designed for medium-
level seismic load. a 5-story, b 9-story, c 15-story, d 25-story.
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that of the idealized one as recommended in the FEMA-356
(2000). In this study the ductility factor was obtained using
the system ductility ratio l as proposed by Newmark and
Hall (1982)
Rl ¼ 1:0 ðT\0:003 secÞ
Rl ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2l 1p ð0:12\T\0:5 secÞ
Rl ¼ l ðT[ 1:0 secÞ
ð3Þ
where T is the fundamental natural period of the structure
and the ductility ratio was obtained by dividing the roof
displacement at failure with the displacement at yield.
Equation (3) is plotted in Fig. 17.
The overstrength factors of the model structures were
computed using Eq. (2a) based on the capacity curves pre-
sented in Figs. 5 and 6, and are plotted in Fig. 18. It can be
observed that as the height of the structure increases the
overstrength factors decrease. The overstrength factors of the
structures designed with medium-level seismic load turned
out to be smaller than those of the structures designed with
low-level seismic load. The structures with 9 m-long stag-
gered walls showed higher overstrength than the structures
with 6 m-long walls.
Figure 19 plots the ductility factors of the model
structures. No distinct pattern was observed in the distri-
bution of ductility factors depending on the building
height and the seismic load levels, and they were rela-
tively uniform regardless of the height of the model
structures and the length of the staggered walls with
average value of 2.34. This implies that the ratios of the
ultimate and the yield displacements are similar in most
model structures. It can be noticed that the ﬁve-story
Fig. 12 Inter-story drifts of model structures. a 5-story, b 9-story, c 15-story, d 25-story.
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structures designed for medium level earthquake load have
slightly larger ductility than the structures designed for
low-level seismic load. It was observed from the pushover
analysis that the collapse was initiated by yielding of the
columns located at the end of the staggered walls.
Therefore to reinforce the columns, especially those
located in the lower stories, would help to increase the
ductility of the SWS structures by preventing or delaying
the formation of a story collapse mechanism.
The response modiﬁcation factors are presented in Fig. 20,
which are computed by multiplying the overstrength and the
ductility factors. It can be observed that the response mod-
iﬁcation factors decrease as the height of the structure
increases, which conforms to the results of the previous
Fig. 13 Plastic hinge formation of model structures with 6 m-long staggered walls designed for medium-level seismic load. a 5-
story, b 9-story, c 15-story, d 25-story.
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Fig. 15 Comparison of base shear–roof displacement relationships obtained by pushover analyses and incremental dynamic
analyses. a 5-story, b 9-story, c 15-story, d 25-story.
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researches on the structures with staggered trusses (Kim
et al. 2007). The mean value for the response modiﬁcation
factors is much larger than 3.0, the code-recommended value
for the structures not speciﬁed as one of the seismic-load
resisting systems. In the 5-story structures, the computed
response modiﬁcation factors are larger than 7.0; in the
20-story structures the factors become as low as 2.0 in the
structure with 6 m-long staggered walls designed for med-
ium-level seismic load. However in the most model struc-
tures used in this study the computed response modiﬁcation
factors turned out to be larger than 3.0. This implies that the
reinforced concrete structures with staggered walls may have
enough resistance against design level seismic load. As in
the case of the overstrength factors, the structures designed
for medium-level earthquake had smaller response modiﬁ-
cation factors than those of the structures designed with low-
level seismic load. The structures with 9 m-long staggered
walls showed higher response modiﬁcation factors than the
structures with 6 m-long walls except for the 15-story
structure designed for low-level seismic load. It can be
noticed that the variation of the response modiﬁcation fac-
tors is mainly contributed from the variation of the over-
strength factors.



















Fig. 17 Relationship between ductility factor and natural period proposed by Newmark and Hall (1982).
Fig. 18 Overstrength factors of model structures.
Fig. 19 Ductility factors of model structures.
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5. Conclusions
One of the main obstacles to be overcome for application
of staggered wall systems is to ensure the seismic safety of
the systems and to provide valid seismic design coefﬁcients.
In this study seismic performance and the behavior factors
such as overstrength factors, ductility factors, and the
response modiﬁcation factors of reinforced concrete SWS
structures were evaluated. The analysis results showed that
the behavior factors obtained by pushover analysis and
incremental dynamic analysis turned out to be similar to
each other. The overstrength factors of the structures
designed with medium-level seismic load turned out to be
smaller than those of the structures designed with low-level
seismic load. This is due mainly to the fact that the partic-
ipation of gravity load is more signiﬁcant in the design of the
latter system. The structures with 9 m-long staggered walls
showed higher overstrength than the structures with 6 m-
long walls. The ductility factors were relatively uniform
regardless of the height of the model structures and the
length of the staggered walls with average value of 2.34. The
response modiﬁcation factors obtained by multiplying
overstrength factor and ductility factor decreased as the
number of stories increased. Except for the structure with
6 m-long staggered walls designed for medium-level seismic
load, the response modiﬁcation factors turned out to be
higher than 3.0 which was used for evaluation of design
seismic load. The magnitude of the response modiﬁcation
factors were contributed mainly from large overstrength
rather than from large deformability. The response modiﬁ-
cation factors of the structures designed for low-level seis-
mic load were higher than those of the structures designed
for higher seismic load. Based on the analysis results, it is
concluded that the RC SWS structures generally have ade-
quate strength and ductility capacities to resist design seis-
mic load. As the response modiﬁcation factor of the model
structures analyzed in this study ranged from 3.5 to 8, the
current response modiﬁcation factor of 3.0 seems to be in the
conservative side and a little higher value of 3.5 or 4.0 may
be more appropriate value for seismic design of staggered
wall structures.
It was also observed that the maximum strength of the
model structures did not increase proportionally to the
design base shear, even though the design base shear
increased as the number of story increased. This is due to the
fact that as the number of story increased the damage was
concentrated in the lower few stories. Even though no story
failure mechanism was observed until maximum inter-story
drift of 1.5 % was reached in all model structures, it would
be necessary to delay the occurrence of story failure mech-
anism by reinforcing lower story columns to increase seis-
mic-load resisting capacity of the structures. Also the
adoption of seismic joint details speciﬁed in the ACI code
will help increase the ductility of the system.
Finally it needs to be stated that, as the seismic perfor-
mance of the staggered wall structures has not been validated
by proper tests, further experimental research is still required
for accurate evaluation of the seismic load resisting capacity
of the staggered wall structures. Also the use of more
accurate nonlinear concrete model will help enhance the
validity of this study
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